








Full Results of Harness Study Published only on ArcWear.com 
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F887 
Drop 
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Pass/Fail 
01-1944A   8,171 70 54.2 A: Bashlin 683XD Nylon X Style No Pass 
01-1944B   8,171 70 58.4 B: DBI 1102010 Polyester X Style Yes Fail 
01-1945B  8,171 71 53.2 B: Miller E650-U Polyester H Style Yes Fail 
01-1946A  8,123 71 54.8 A: Bashlin 662RD Nylon  H Style No Pass 
01-1946B  8,123 71 51.8 B: Elk 48103 Polyester H Style Yes Fail 
01-1947A   8,154 71 55.6 A: Buckingham 603B3700-M Nylon X Style No Pass 
01-1947B   8,154 71 53.8 B: Protecta AB108AM* Nylon H Style No Fail 
01-1948A  8,147 56 41.7 A: Bashlin 683XD Nylon X Style No Pass 
01-1948B  8,147   56 42.1 B: DBI - 1102010 Polyester X Style Yes Fail 
01-1949A  8,166 55 43.4 A: Buckingham 6393700-M Nylon H Style No Pass 
01-1949B  8,166 55 40.6 B: Miller E650-U DuraFlex H Style Yes Fail 
01-1950A  8,183 55 41.2 A: Bashlin 662RD Nylon H Style No Pass 
01-1950B  8,183 55 39 B: Elk 48103 **Polyester H Style Yes Fail 
01-1951A  8,206 55 44.6 A: Buckingham 603B3700-M X Style No Pass 
01-1951B  8,206 55 40.6 B: Protecta AB108AM* Nylon X Style Yes Fail 
01-1952A  8,208 45 31.4 A: DBI 1102010 Polyester H Style Yes Pass 
01-1952B  8,208 45 32.1 B: Elk 48103 **Polyester H Style Yes Fail 
01-1953A  8,226 44 32 A: Buckingham 6393700-M H Style No Pass 
01-1953B  8,226 44 29.7 B: Miller E650-U DuraFlex X Style Yes Fail 
01-1954A  8,183 44 34.4 A: Rose 502734 **Polyester H Style Yes Fail 
01-1954B  8,183 44 30.3 B: Elk 47319 **Polyester H Style Yes Fail 
01-1955A  8,203 44 32.5 A: French Creek 631M-XL **Polyester X Style No Fail 
01-1955B  8,203 44 30.3 B: Rose 415947A **Polyester X Style Yes Fail 
01-1956A  8,169 76 61.6 A: Bashlin 662RD Nylon H Style No Pass 
01-1956B  8,169 76 59.2 B: Bashlin 683XD Nylon H Style No Pass 
01-1957A  8,187 68 52.5 A: Buckingham 603B3700-M Nylon X Style No Pass 
01-1957B  8,187 68 49.4 B: Protecta AB108AM* Nylon X Style Yes Fail 
01-1958A  8,197 68 57.1 A: Bashlin 662RD Nylon X Style No Pass 
01-1958B  8,197 68 47.7 B: Bashlin 683XD Nylon X Style No Pass 
01-1959A  8,164 68 52.4 A: Buckingham 6393700FR Nylon H Style No Pass 
01-1959B  8,164 68 50.1 B: Buckingham 6393502GN1 Nylon H Style No Pass 
01-1960B 8,238 34 27.6 B: DBI Polyester X Style Yes Fail 
02-692  8,559 60 49.4 A: Buckingham 6393700 Nylon H Style No Pass 
02-692 8,559 60 50.3 B: Buckingham 603B3700 Nylon X Style No Pass 
02-693 8,570 54 44 A: Buckingham 6393700 Nylon H Style No Pass 
02-693 8,570 54 44.7 B: Buckingham 603B3700 Nylon X Style No Pass 

 
*We believe the Protecta AB108AM tested was medium weight nylon. 
** These harnesses either said they were polyester or we were relatively sure. Companies websites didn't indicate webbing 
type. 
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Arc Exposure Testing 

Kevlar Harnesses 
April 16, 2003 
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03-1134A   43.7 Buckingham 6393700NK  Kevlar X Style No Pass Front Exposure 
03-1134B   39.0 Buckingham 6393700NK  Kevl ar X Style No Pass Back Exposure 
03-1135A   44.4 Buckingham 6393700NK  Kevlar X Style No Pass Front Exposure 
03-1135B   39.9 Buckingham 6393700NK  Kevlar X Style No Pass Back Exposure 
03-1136A   42.8 Buckingham 6393700NK  Kevlar X Style No Pass Front Exposure 
03-1136B   44.9 Buckingham 6393700NK  Kevlar X Style No Pass Back Exposure 




